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AZDEL PROCESS FLOW DIAGRAM
AND PHOTOGRAPHS




Azdel Substrate

Cover and composite molded together in 1 step
Design package space (thin)

Edge fold compatible

Very moldable

Good flexural strength/modulus

Moderate weight

Foam backed Knit Cover Material ~

Scrim backed

Film Adhesive

Fiberglass/PP or Natural fiber/PP composite sheet Blank
Substrate )

Scrim

> 1 Step



Azdel Process Flow

Stage 3-Cover Material
Cover Material

Substrate
Stage 2-Heat
Stage 1-Load Radiant Heat i
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Stage 5-Final Trim

Stage 4-Form

Cooling System Water Jet Trim
Aluminum Tool Fanuc Robotics
55,000 psi

Hydraulic Press

50Ton press .007 orifice size

- PP/FG/NF Composite Sheet ’ Form Substrate with cloth

' Cover Material Roll Goods ' Final Trimmed Substrate




Azdel Process — Line 15
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Stage 1

A. Stack of azdel. 1 piece at a time is
picked up by the auto loader.




(Azdel is placed on lay-up table). Stage 2

B1. Azdel is fed into the oven.




Stage 3

B2. Roll of cover material that will
run along a conveyor and cut by a
saw to size.

Stage 3

Example of the saw cutting the
cover material




Stage 4
(Molded part is taken via rollers/

C. Side view of press where conveyor to water jet robot cell).
azdel and cover material are

formed together.




Stage 5.
E. Slugs (cut outs) are removed

from part prior to pack out.

D. Water jet robot cell where parts
are cut as needed.




F. Partis packed in a rail
for shipment.
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